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Produktbeschreibung

Purell HP373P is a polypropylene homopolymer with a gamma - ray stabilizing additivation for use in injection molding applications.

Purell HP373P exhibits a high fluidity and very good transparency.

Purell HP373P is primarily designed for empty disposable three - part syringes which are not to be supplied in the same package as the
medication itself and for other medical applications.

All potential activities for applications in the pharmaceutical, medical device, laboratory and diagnostics area have to be discussed with the
relevant Technical and Business contacts first. To discuss a medical/pharmaceutical application please contact your local Lyondellbasell
reference or your local Distributor.
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Verarbeitungsmethoden « Spritzgielen
Physikalische Eigenschaften Nominalwert Einheit Prifmethode
Dichte (23°C) 0,900 g/cm?® ISO 1183
Schmelze-Masseflielirate (MFR) 1ISO 1133
230°C/2,16 kg 18 g/10 min
Mechanische Eigenschaften Nominalwert Einheit Prufmethode
Zug-E-Modul 1250 MPa ISO 527-1
Zugfestigkeit (Einsinkweg) 31,0 MPa ISO 527-2
Streckdehnung ISO 527-2
Einsinkweg 15%
Bruch > 50 %
Schlagzahigkeit Nominalwert Einheit Prufmethode
Charpy-Kerbschlagzahigkeit (+23°C) (23°C) 6,0 kd/m? ISO 179/1eA
Harte Nominalwert Einheit Prufmethode
Kugeldruckharte (H 358/30) 60,0 MPa ISO 2039-1
Thermische Eigenschaften Nominalwert Einheit Prifmethode
Formbestandigkeitstemperatur (DTUL) ISO 75-2/B
0,45 MPa, ungegluht 80,0°C
Vicat-Erweichungstemperatur 150°C 1ISO 306/A50
Optische Eigenschaften Nominalwert Einheit Prufmethode
Tribung (1000 pm, SpritzgieRen) 15,0 % ASTM D1003

Anmerkungen

" Uber diese Links haben Sie Zugriff auf die Herstellerliteratur. Wir setzen uns dafiir ein, diese Literatur stets auf dem neuesten Stand zu halten; die
aktuelle Literatur erhalten Sie in jedem Fall auch direkt beim Hersteller.

2 Typische Eigenschaften, nicht als Spezifikationen anzusehen
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Bezugsquellen

Hersteller

LyondellBasell Industries
Wilmington, Wilmington USA
Telefon: 713-309-7200
Web: https://www.lyondellbasell.com/

Vertragshandler

Biesterfeld Plastic GmbH
Biesterfeld is a Pan European distribution company. Contact Biesterfeld for availability of individual products by country.
Telefon: +49-40-32-00-80
Web: https://www.biesterfeld.com/
Verfugbarkeit: Africa & Middle East

Formerra
Formerra is a next generation distributor of performance material solutions for the world’s leading brand owners and manufacturers. Bringing
you commercial and technical expertise, industry know-how, and access to more than 5,000 materials from 40+ premium suppliers faster and
easier than ever before.
Telefon: 1.888.502.0951 (USA); +86-21-60284936 (China)
Web: https://shop.formerra.com/?utm_source=ULPROSPECTOR&utm_medium=WEB
Verfuigbarkeit: Global

M. Holland Canada Company
Telefon: 905-665-1168
Web: http://www.mholland.com/
Verfligbarkeit: Canada

M. Holland Company
Telefon: 855-497-1403
Web: http://www.mholland.com/
Verfligbarkeit: Mexico, United States

Nexeo Plastics
Nexeo Plastics is leading global resin distributor with the technical resources you need to overcome material challenges. Visit us on the web at
www.nexeoplastics.com.
Telefon: 833-446-3936
Web: https://www.nexeoplastics.com/
Verfligbarkeit: North America

Plastic Service Centers
Telefon: 586-307-3900
Web: http://www.plasticservice.com/
Verfligbarkeit: North America

Plastics Plus, Inc.
Telefon: 248-762-5267
Web: http://www.plasplus.com/
Verfugbarkeit: North America

Resin Resource, Inc.
Telefon: 877-652-3431
Web: http://www.resinresourceinc.com/
Verfugbarkeit: North America

Ultrapolymers
Ultrapolymers is a Pan European distribution company. Contact Ultrapolymers for availability of individual products by country.
Telefon: +32-11-57-95-57
Web: http://www.ultrapolymers.com/
Verfugbarkeit: Austria, Belarus, Belgium, Bosnia and Herzegovina, Bulgaria, Croatia, Denmark, Estonia, Finland, France, Germany, Hungary,
Ireland, Italy, Latvia, Lithuania, Macedonia, Netherlands, Norway, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Turkey,
Ukraine, United Kingdom
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