
Works Certificate 
~~ 

BOPLA 
in accordance with DIN EN 10204: 2005-01 

A Phoenix Mecano Company 

IP Protection Test according to VDE 470 Teil 1 - DIN EN 60529: 2014-09 

Cerilicat-No .: 691 Test-No. : Date 18.08.2016 

by order 01: Bopla Gehäuse Systeme GmbH 

test items 

item number: Product group: 94 

ASPH 830, 1030, 1230, 1540 and 1850 in each color and length 

in combination with: 

ASO 830, 1030, 1230, 1540 und 1850 in each color *1) *2) or 

ASD1230D*1) or 

ASM 830, 1030 and 1230 in the versions: 

- ASM .... AL - .... * 1 ) 

- ASM .. . . SAL1- .... *1) 

- ASM .. . . SAL2- . . *1) 

form of testing I result 

IP 65 

test passed 

remarks: The mounting space in the ASM lid is also subject to IP 65 protection. 

*1) also with the colored seals AS . . .. 01- . 

the protection class is achieved. 

*1) also with the EMC-seals AS .. . . DI-EMV 

the protection class is achieved . 

*2) also with the impact protection seals AS .... DI -S 

the protection class is achieved . 

Test executed bY :~ controlled : 

13.02. 2018 P. Hemeier 13.02 .2018 

use: internal : 0 external. ~ 

A. Krömer 

Attachment 0 


